
GWF -Construction Equipment Emission Factors

Emission Rate (lb/hr)

Construction Equipment Equipment Catagory
SCAQMD 

Table1 CO ROC NOx SOx PM10
Transmission Line
Cable Tensioner Truck Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Cable Drum Puller Truck Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Pole Delivery Truck Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Cable Delivery Truck Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Boring Vehicle Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Gas Pipeline
Compressor Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Asphalt Paver Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Asphalt Compactor  Roller A9-8-A 0.300 0.065 0.870 0.067 0.050
Compactor Roller A9-8-A 0.300 0.065 0.870 0.067 0.050
Bulldozer Tracked Tractor A9-8-A 0.350 0.120 1.260 0.140 0.112
Backhoe Wheeled Tractor A9-8-A 3.580 0.180 1.270 0.090 0.140
Pipe Crane Trucks:Off-Hwy A9-8-A 1.800 0.190 4.170 0.450 0.260
Welding Machinge Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Dump Truck Trucks:Off-Hwy A9-8-A 1.800 0.190 4.170 0.450 0.260
Flatbed Truck Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
Pickup Truck Miscellaneous A9-8-A 0.675 0.150 1.700 0.143 0.140
1  South Coast Air Quality Management District CEQA Air Quality Handbook, 1993. 
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